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BR40
10249 125BR40/IR/CL/5M/120 130V/STD 125 E26 120 Clear 5000 C-9 1200 6.6 167 4.3 108 12

10251 250BR40/IR/CL/5M/120 130V/STD 250 E26 120 Clear 5000 C-9 2400 6.6 167 4.3 108 12

PAR38
14732 100PAR38/IR/CL/ES/MS/115 125V 100 E26 115 Clear 5000 CC-6 N/A 5.4 137 3.1  78 15

R40
10250 125R40/IR/R/5M/ES/120 130V/STD 125 E26 120 Red 5000 C-9 N/A 6.6 167 3.9  99 12

10252 250R40/IR/R/5M/120 130V/STD 250 E26 120 Red 5000 C-9 N/A 6.6 167 3.9  99 12

50520 375R40/IR/CL/5M/115 125V/STD 375 E26 115 Clear 5000 C-9 N/A 7.6 193 4.2 106 12

INFRARED LAMPS produce a beam of short wave 
infrared energy providing both light and heat. These 
highly efficient lamps give an instant warm up and 
long service life. They are ideal for chicken farming, 
bathrooms and food heating.

Note : Ask your sales representative about STANDARD’s fixtures specifically designed for PAR38 infrared lamps.
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TRAFFIC SIGNAL LAMPS have been most commonly used in lights 
on roadways. Their long life of 8 000 hours and ability to stand up to 
vibration allows these lamps to be used in many other applications.
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A21
14620 67A21/CL/8M/TS/125 130V  67 E26 125 Clear 8000 C-9   610 4.4 111 2.4 61 60

11152 135A21/CL/8M/TS/K/120V 135 E26 120 Clear 8000 C-9 1730 4.4 111 3.0 76 120

14622 150A21/CL/8M/TS/125 130V 150 E26 125 Clear 8000 C-9 1770 4.4 111 2.4 61  60


