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3-3/8" Diameter Stock Motors
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Open Ventilated Fan
& Blower Duty 

Features: 

• Continuous Duty, Air Over 
• Shaded Pole & PSC 

Notes:
1. Special OEM Replacement Motor (See Pages 97-122)
2. Supplied with Lead & Plug Assembly
3. Ball Bearings
4. PSC Motor
5. Has Special 3.15" Bolt Circle
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OEM replacement for Nutone, Broan, Fedders, McQuay, Bohn, Witt Coil, American Standard, 
Miami Carey, Duotherm, Coleman, Phil Rich, Chrysler and others.

Stock Shaft Diameter "A" Iron Connection
HP RPM Speeds Volts Amps No. & Length Rotation Dim. Stack Diagram No. Notes

1⁄60-1⁄100-1⁄150 900 3 115 1.1-.75-.51 369 5⁄16 x 2-1⁄2 CCWSE 3-3⁄8 1-5⁄8 8u
1⁄88 1320 1 115 .6 636 1⁄4 x 7⁄8 CWSE 2 5⁄8 1,2
1⁄75 1550 1 115 .60 540 1⁄4 x 2-1⁄2 CWSE 2 5⁄8
1⁄75 1550 1 115 .60 370 1⁄4 x 2-1⁄2 CCWSE 2 5⁄8
1⁄70 1550 1 115 .60 14 1⁄4 x 2-1⁄2 CWSE 2 5⁄8
1⁄70 1550 1 115 .60 15 1⁄4 x 2-1⁄2 CCWSE 2 5⁄8
1⁄50 1550 1 115 .75 18 1⁄4 x 2-1⁄2 CWSE 2-1⁄4 7⁄8
1⁄50 1550 1 115 .75 19 1⁄4 x 2-1⁄2 CCWSE 2-1⁄4 7⁄8
1⁄50 1400 1 120 .73 633 5⁄16 x 1-5⁄16 CWSE 2-1⁄2 7⁄8
1⁄45 1625 1 120 1.3 632 1⁄4 x 1-1⁄2 CCWSE 2 5⁄8
1⁄40 1550 1 115 1.0 26 5⁄16 x 2-1⁄2 CWSE 2-1⁄4 7⁄8
1⁄40 1550 1 115 1.0 27 5⁄16 x 2-1⁄2 CCWSE 2-1⁄4 7⁄8

1⁄40-1⁄60 1550 2 115 1.0-.70 81 5⁄16 x 2-1⁄2 CCWSE 2-1⁄2 1-1⁄8 7u
1⁄40 1500 1 230 0.7 949 1⁄4 x 2-1⁄4 CWSE 2-1⁄4 7⁄8 2u

1⁄30-1⁄80-1⁄120 1500 3 115 1.3-.6-.4 956 5⁄16 x 1 CWSE 2-1⁄4 7⁄8 8u
1⁄30 1550 1 115 1.1 28 5⁄16 x 2-1⁄2 CWSE 2-1⁄2 1-1⁄8
1⁄30 1550 1 115 1.1 29 5⁄16 x 2-1⁄2 CCWSE 2-1⁄2 1-1⁄8

1⁄25-1⁄35-1⁄65 1200 3 115 1.2-.8-.5 976 3⁄8 x 5-5⁄16 CWSE 4-7⁄8 1-1⁄2 1,4
1⁄25-1⁄30-1⁄40 1550 3 115 1.8-1.3-1.0 534 5⁄16 x 2-1⁄2 CWSE 3 1-5⁄8 8u 3
1⁄25-1⁄30-1⁄40 1550 3 115 1.8-1.3-1.0 535 5⁄16 x 2-1⁄2 CCWSE 3 1-5⁄8 8u 3

1⁄25 1550 1 115 1.8 30 5⁄16 x 2-1⁄2 CWSE 2-1⁄2 1-1⁄8
1⁄25 1550 1 115 1.8 31 5⁄16 x 2-1⁄2 CCWSE 2-1⁄2 1-1⁄8
1⁄20 1550 1 115 1.7 572 5⁄16 x 3 CWSE 3 1-3⁄8 1,2
1⁄20 1550 1 115 1.6 574 5⁄16 x 2-1⁄2 CCWSE 2-3⁄4 1-1⁄8 1,2
1⁄20 1450 1 208-230 .95 396 5⁄16 x 2-1⁄2 CWSE 3 1-5⁄8 1,2
1⁄20 1450 1 208-230 .95 398 5⁄16 x 2-1⁄2 CCWSE 3 1-5⁄8
1⁄20 1550 1 208-230 .81 575 5⁄16 x 2-1⁄2 CCWSE 2-3⁄4 1-1⁄8 1,2
1⁄15 1550 1 115 1.9 42 5⁄16 x 2-1⁄2 CWSE 3 1-5⁄8
1⁄15 1550 1 115 1.9 43 5⁄16 x 2-1⁄2 CCWSE 3 1-5⁄8
1⁄15 1550 1 115/230 1.6/.81 342 5⁄16 x 2 CWSE 3-3⁄4 1-7⁄8 11u 1,5
1⁄15 1550 1 208-230 1.2 573 5⁄16 x 3 CWSE 3-1⁄2 1-7⁄8 1,2
1⁄10 1550 1 230 1.0 993 5⁄16 x 3-3⁄4 REV 4-7⁄8 2-1⁄4 4
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