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SOCIAL DISTANCING FLOOR STICKER SPECIFICATION 

Description 
 
The Edgewood Social Distancing Floor Sticker is 
composed of two layers:  
 
The lower printed vinyl layer is a 3.2 Mil (80 Micron) 
calendared film with brilliant gloss finish for enhancing 
print quality. The back is coated with a tinted, solvent-
based, pressure-sensitive release adhesive that features 
quick and easy removal of up to one year in either dry or 
wet interior applications.  
 
The upper layer is an additional 3 Mil protective wear 
layer made of polymeric facestock also featuring high gloss 
with UV inhibitors that adds outstanding clarity while 
providing protection and extending the life of your printed 
graphic. 
 

Technical Specifications 
 
Lower Print Layer 
 
Face thickness:   3.2 Mil (80 Micron) 
Surface Finish:  Gloss (70 to 90 Gloss Units) 
Adhesive:  Removable, Low Tack  
Release Liner  Lay-Flat Polycoated 
Peal Adhesion  ≥ 0.50 lb/in (≥ 0.09 kg/cm) 
Tensile Strength  ≥10.0 lb/in (≥ 1.8 kg/cm) 
Elongation  ≥ 200% 

Application Temperature 10◦C to 32◦C 

Service Temperature -29◦C to 65◦C 
Dimensional Stability ≥ 40 Mil (≥ 1.00mm) 
 
Upper Wear Layer  
Face thickness:   3 Mil (75 Micron) 
Finish:   Gloss (80 to 90 Gloss Units) 
Adhesive:  Permanent (Clear)  
Release Liner  Clay Coated 
Peel Adhesion  0.45 kg/cm 
Durability:  5 years 
Tensile Strength  ≥10.0 lb/in (≥ 1.8 kg/cm) 
Elongation  ≥ 190% 
Dimensional Stability 0.51 mm 

 
DISCLAIMER 
 
The following is made in lieu of all warranties expressed or 
implied: 
 
All statements, technical information and 
recommendations published by Edgewood relating to 
Edgewood products are based on tests believed to be 
reliable and within the accuracy of the equipment used to 
obtain the specific values. Their accuracy or completeness 
is not guaranteed and Edgewood makes no warranty with 
regard thereto. Seller’s and manufacturer’s only 
responsibility shall be to replace any quantity of the 
product proved defective. Seller and manufacturer shall 
not be liable for injury, loss or damage, direct or 
consequential, arising out of use or the inability to use the 
product. Nor shall seller or manufacturer be liable for any 
costs or expenses incurred in the processing or printing on 
the product. Before using, user shall determine the 
suitability of the product for its intended use. User 
assumes all risk and liability of every nature in connection 
therewith. No statements or recommendations other than 
those contained in the technical information published by 
Edgewood shall have force or effect unless contained in an 
agreement manually signed by the officers of seller and 
manufacturer. 
 
This information is based upon manufacturers 
specifications and believed to be accurate but does not 
imply liability for Edgewood Matting Ltd.  It is the 
responsibility of the purchaser to properly maintain the 
product and to abide by any regulations or laws applicable 
to them and the business they operate.  Edgewood Matting 
Ltd. shall have no obligation or liability for any incidental 
or consequential damage, loss or expense involving the use 
or misuse of this product. 


